IN THE CLAIMS : 

1. (Currently Amended) A system providing information about an endoscope, 

comprising: 

a history- inform a tion use time obtaining unit for obtaining information about a 
tts e- M a tory a use time from a use start of an endoscope until a present time of [[an]] use of the 
endoscope; 

a number of use times obtaining unit for ob ta inin g a number of use times from 
the use start of the endoscope until the present time of use of the endoscope; 

an estimating unit making an estimation of a secular change in the endoscope 
from [[its]] the use start until [[a]] the present time based on the obtained informati on, the 
information indicating a the use time obtained by the use time obtaining unit and the number 
of use times obtained by the number of use time s obtaining unit of the endoscope, and -fee 
n umber of occu r r e nc e s of faults per unit the u se time and t he^umfeer of occurrences of faults 
per unit the number of u s e time s o f the endoscope ; and 

a displaying unit displaying a ratio of a result of the estimation to a degree of 
the secular change, which is preset for the endoscope. 

2. (Original) The system according to claim 1, wherein the degree of the 
secular change, which is preset for the endoscope, is a degree at which maintenance is 
recommended to be performed for the endoscope. 

3. (Cancelled) 

4. (Original) The system according to claim 1, wherein the information about 
the use history is stored in a scope storing unit comprised by the endoscope. 
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5. (Original) The system according to claim 4, wherein: 

the scope storing unit further stores scope identification information for 
identifying the endoscope; and 

the system further comprises a use history storing unit storing information 
about a use history of each of a plurality of endoscopes in association with the scope 
identification information. 

6> (Original) The system according to claim 1, wherein said displaying unit 
displays the ratio of the result of the estimation as a figure. 

7, (Original) The system according to claim 1, wherein said displaying unit 
individually displays the ratio of the result of the estimation of a plurality of endoscopes for 
each of the plurality of endoscopes. 

8, (Original) The system according to claim 1, wherein said displaying unit 
lists and displays the ratio of the result of the estimation of each of a plurality of endoscopes. 

9, (Cancelled) 

10, (Currently Amended) A method providing information about an 
endoscope, comprising: 

obtaining information about a use history a use time from a use start of an 
endoscope until a present time of use of the en doscope; 

obtaining a number of use times from the use start of the endoscope until the 
present time of use of the endoscope; 

making an estimation of a secular change in the endoscope from [[its]] the use 
start until [[a]] the present time based on the obtained Mormation r &e^ 
a use time and the obtained number of use times of the endoscop e , and the number of 
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eeeureeneesrf the n umber of occurrences of faults per unit the 

displaying a ratio of a result of the estimation to a degree of the secular change, 
which is preset for the endoscope. 

1 1 . {Currently Amended) A computer-readable storage medium on which is 
recorded a program, by being executed by a computer, for causing the computer to execute a 
process for providing information about an endoscope, the process comprising: 

obtaining information about a use history a use time fr om a use start of an 
endoscope until a present time of u se of the endoscope; 

obtaining a number of use times from the use start of th e endoscope until the 
present time of use of the endoscope; 

making an estimation of a secular change in the endoscope from [[its]] the use 
start until [[a]] the present time based on the obtained information, the information indicating 
a use time and the obtained number of use times of the endos cop e , a n d the n umb er of 



n um b er - - e ft use times of the endoscop e; and 

displaying a ratio of a result of the estimation to a degree of the secular change, 
which is preset for the endoscope. 

12. (Currently Amended) A computer data signal embodied in a carrier wave 
and representing a program, by being executed by a computer, for causing the computer to 
execute a process for providing information about an endoscope, the process comprising: 

obtaining information about a use history a use time from a use start of an 
endoscope until a present time of use of the endoscope ; 
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obtaining a numb er of use times from the use start of the endoscope until the 
present time of use of the endoscope; 

making an estimation of a secular change in the endoscope from [[its]] the use 
start until [[a]] the present time based on the obtained information, the information indicating 
a use time and the obtained number of use times of the endoscope, and the number of 



numb e r of use times of th e-e ndoscop e; and 

displaying a ratio of a result of the estimation to a degree of the secular change, 
which is preset for the endoscope. 

13. (Currently Amended) A system providing information about an 
endoscope, comprising: 

histo ry informati on use time obtaining means for obtaining i nformation about a 
use history time from a use start of an end oscope un til a present time of [[an]] use of the 
endoscope; 

a number of use times obtaining means for obtaini ng, a, num ber of use times 
from the use start of the endoscope until the present time of use of the endoscope; 

estimating means for making an estimation of a secular change in the 
endoscope from [[its]] the use start until [[a]] the present time based on the o btai n ed 
information, the information indicating a use time obtained by the use time obtaining means 
and the number of use times obtained by the number of use ti mes obtaining unit of the 
endoscope, and the number of occurrences of faults per unit the use time and the number of 
ee ea ree ftees - ef^kri and 
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displaying means for displaying a ratio of a result of the estimation to a degree 
of the secular change, which is preset for the endoscope. 
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